APPENDIX 3 


1.0 VARIABLE SCALE PLOTTER OPTION 

SCOPE: 

This option allows any flight chart (low altitude enroute, approach 
plates, etc.) scaled from 3 to 15 NM per inch, to be used on the 
ATC-810 Simulator. The ability to preset radial, distance and alti 
tude from any airport or navaid and the ability to load the tanks 
with a selected amount of fuel is also provided in this option. 

In order to utilize these functions, a separate setup mode is enter 
ed. 


The 150 x 150 NM flight area of the selected map remains the same 

regardless of the plotter scale selected. 

2.0 DESCRIPTION: 

There are six selectable modes: 

1) Center Frequency Selection- An airport, ILS, VOR or ADF fre¬ 
quency is selected by the respective C0M1, NAVI or ADF radio. 
The airport or navaid selected will be the center of the plot¬ 
ting area. See Chart Centering. 

2) Map Scale Selection - The scale, in nautical miles per inch, 
is selected using the transponder. The range is 03.00 to 
15.00 NM per inch and is displayed in the XPDR window. 

3) Preset Location - Simulator position to be preset is selected 
by setting any one (C0M1, NAVI or ADF) radio to the desired 
tower or navaid frequency. 
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4) Radial and Distance Offset - The angle and distance of simula¬ 
tor position from the airport or navaid selected in Step Three 
above, can be selected in this mode. Enter the angle (0-359°) 
in the ADF radio. Enter the distance (00.00-49.99 NM) in the 
transponder. 

5) Altitude Preset - The Simulator altitude above an airport or 
navaid selected in Step Three can be set in this mode. Enter 
the altitude (0000-9999 ft.) in the transponder. Note preset 
altitude is referenced to sea level, not the altitude at the 
navaid. 

6) Fuel Tank Preset - The fuel amount loaded in each tank is 
selected in this mode. Set inboard amount in the most signifi¬ 
cant two digits of the transponder. Set outboard amount in 
the least significant two digits. The maximum amount of fuel 
each tank holds is printed on the Fuel Management Panel. Enter¬ 
ing more fuel than amount printed will result in an erroneous 
amount. 

Anytime TAKEOFF is depressed, the tanks will be loaded with the 

selected fuel quantity. 

3.0 OPERATION: 

1) To enter setup mode: 

Place Simulator in FREEZE 

- Audio/Transponder in STBY, press IDENT 

The aircraft attitude will be frozen. Mode 1 of setup mode 
will be entered and Mode 1 displayed in the DME window. When 
setup mode is entered, 01 will be displayed. 


72 



